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TM 43-0001-27 

CARTRIDGE, 556MM, BALL, Ml93 

0.76 IN. 
- (19.3 n MM) - 

U 
AR 5945 

Type Classification: 

STD - AMCTC 5143. 

Rifles, 556mm, Ml6 and M16Al. The car- 
tridge is intended for use against personnel and 
unarmored targets. 

Description: 

BALL Cartridge. 
by a bullet tip. 

The cartridge is identified 

Tabulated Data: 

D(-JDAC _____________________ ______ 
UN0 serial number ---------- 
UN0 proper shipping 

name---_---_____________________ 

Weight __ __________________________ 

1305A066 
0012 

Cartridges for 
weapons, inert pro- 
jectile 
182 g-r 
2.26 in. (57.4 mm) 
NA 

primer ___-------_______--_----____ percussion 
Fuze -_-_-__--_-___ _______ ___ ______ NA 

Explosive: 
Type ______-_____________-_______ NA 

Weight____---___________-_____._ NA 

Incendiary: 
Type ____________________--______ 'NA 

Weight~~__~~~~~~__~_____~___~__. NA 

Propellant: 
T_ipe _______--_____---_-_________ WC 844 or 

CMR 170 
Weight----~--------~--~__-~~~~-~ 28.5 or 26.5 gr 

Projectile: 
Weight_____-----________________ 56 gr 

Performance: 

Chamber pressure ------------ 52,000 psi 
Velocity--------------------__----. 3250 fps, 15 ft fro111 

muzzle 

Shipping and Storage Data: 
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TM 43-0001-27 

CARTRIDGE, 5.56MM, GRENADE, Ml95 
,-- 

U 
AR 5947 

Tvpe Classification: 

STD - AMCTC 6919. 

Rifles, 556mm, Ml6 and M16Al. 

Description: 

GRENADE Cartridge. The cartridge is iden- 
tified by a rose-petal (rosette-crimp) closure of 
the cartridge PASP mnuth ~oalerl ut;th rd la-- -- --I- ____1.* I_..._.. ..*I*‘ &.+%A *cati- 
quer. 

Function: 

The cartridge provides pressure, on function- 
ing, to project grenades to a desired target 
using a grenade projection adapter. 

Tabulated Data: 

D(-jDAC ___________________________ 1336_G341 
UN0 serial number ---------- 0014 
UN0 proper shipping 

name~~~~~_--~~~-~~~~~~~_~-~~~~~~ Cartridges for 

weapons, blank 

Weight -_-----_______-_____--____-- 126 gr 

k2:; 

________-____________-- _____ 1.9 in. (46.3 mm) 
__ ____ -- ____ ____ _______ _ _____ NA 

Primer _-l_______.___________-----_ Percu,cjsion 
F&-e -_-___________ _____________ NA 
Explosive: 

Type ___-.___________________---_ NA 
Weight_--_- ______ __ _____________ NA 

Incendiary: 
Type ___--.__________________---_ ,NA 
Weight_------ ____ -___ _______ ____ NA 

Propellant: 
Type ______ ______________________ IMR 4475 
W~i~ht.._~____,,,,.,,,,,,,.______ --m--- 25 gr 

Performance: 

Chamber pressure ------------ NA 
v&city----------- ____ _____ _______ 1.4) to 165 fps, 5 ft 

6 in. from muzzle 
for projected gre- 
nade 

Shipping and Storage Data: 
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TM 43-0001-27 

CARTRIDGE, 5.56MM, TRACER, Ml96 

CLOSURE CUP 

IGNITER COMPOSITION 

SUBIGNITER COMPOSITION 
’ TRACER COMPOSITION 

I 7 
2.26 IN. 

(57.4 - MM) - I 

I 
RED’ I- 

lYpe Classification: 

STD - AMCTC 5055. 

Rifles, 556mm, Ml6 and M16Al. The 
tracer is intended to permit visible observation 
of the bullet’s in-flight path or trajectory to the 
point of impact. 

Description: 

TRACER Cartridge. The cartridge is identi- 
fied by a red bullet tip. 

Tabulated Data: 

D(-JDAC _________-__________------- 13()5-A068 
UN0 serial number ---------- 0012 
UN0 proper shipping 

name ____________________________ Cartridges for 

weapons, inert pro- 
jectile 

Weight ____________________________ 177 gr 

~ngth~~~~~~~~~~~~~~~~~~~~~~---~~- 2.26 in. (57.4 mm) 
Tracer ____________________________ _ R284 
Primer _--1__---1--_1_____--------- Percussion 
Puze _______________________________ NA 
Explosive: 

p Type ____________________________ NA 
Weight__________________________ NA 

‘JACK 

FILLER 

:ET 

!R 5948 

Incendiary: 
Type ____________________---_---_ NA 

Weight_~~~~~~~_~_-~---~-~~~__~__ NA 

Propellant: 
Type ____________________________ WC 844 or 

IMR 8208M 
Weight~~~~_~~____~~~~~~~~~~~~~__ 28.5 gr, 25.3 gr or 

Projectile: 
CMR 170, 26.5 gr 

Weight_-_~_~~_____----~~~-~_~___,54 gr 

Performance: 

Chamber pressure ------------ 52,000 psi 
Velocity _____ --- ______________ _____ 3200 fps, 15 ft from 

muzzle 

Shipping and Storage Data: 

Q;Fzty-distance class/ 
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ 1.4s 

Storage co& _~__________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10534193 

References: 

SB 700-20 
TM 9-1005-249-10 
TM 9-1300-206 
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TM 43-0001-25 

, CARTRIDGE, DUMMY, 556MM, Ml99 

Vpe Classification: 

STD - AMCTC 4662. 

Rifles, 556mm, Ml6 and M16Al. The car- 
tridge is used for practice in loading 5.56mm 
weapons, for simulated firing to detect flinch- 
ing of personnel when firing, and for inspecting 
and testing the weapon mechanisms. 

Description: 

DUMMY Cartridge. The cartridge is identi- 
fied by six longitudinal corrugations (flutings) 
in the cartridge case and there is no primer. 

‘IBbulated Data: 

DODAC ~~~~~~-----~__--_~~_----.-- 1305-A060 
Weight -----_------.--_--1_-------- 150 gr 

kZ!F 
--------__-_.--------------- kj.6 in, (57.4 mm) 

-------_~-------------------- 
Primer ---------------------------- NA 
Fuse -----------_---.---_--------.-- NA 
Explosive: 

Type -----------_-------------- -- NA 
Weight__________________________ NA 

Incendiary: 
Type ------ --------__-----------_ NA 
Weight__________________________ NA 

Propellant: 
Type --------- -------.-- - -------_ NA 
Weight____._____________________ NA 

Performance: 

Chamber pressure ------------ NA 
Ve]ocity___________________________ NA 

Shipping and Storage Data: 

Q;$ty-distance class/ 
---- -- -----------_--------__- NA 

Storage code ____________________ NA 

DOT shipping class ----------- NA 
DOT designation -------------- NONEXPLOSIVE 

AMMUNITION 
Drawing number -------------- 10534021 

References: 

SB 700-20 
TM 9-1005-249-10 
TM 9-1300-206 
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TM 43-0001-2’ 

CARTRIDGE, 5.56MM, BLANK, M200 

Type Classification: 

STD - AMCTC 5942. 

Rifles, 556mm, Ml6 and M16Al. The car- 
tridge is designed for simulated firing in train- 
ing exercises and for saluting purposes. 

Description: 

BLANK Cartridge. The cartridge is identi- 
fiehbyarose-petal (rosette-crimp) closure of 
the cartridge case mouth. An engraved knurl is 
located l/2 inch from the head of the cartridge 
case. 

Tabulated Data: 

D()DAC ___________________________ 13()5_A030 
UN0 serial number ---------- 0014 
UN0 proper shipping 

name _____________________ _-_ ____ Cartridges for 

weapons, blank 
Weight ____________________________ 107 gr 

Len~h_~_______~~~~~~~_~___~~-~~~~ 1.9 in. (48.3 mm) 

Tracer_____________________________ NA 

KY 

_____________________----_-_ Percussion 

________________________------- NA 

P 

Explosive: 
Type ____________________________ NA 

Weight____--____________________ NA 

Incendiary: 
Type -___________________________ NA 

Weight____---___________________ NA 

Propellant: 
Type ______c___________-_________ HPC 13 

Weight____---___________________ 7 gr 

Performance: 

Chamber pressure ------------ NA 
Velocity_____---___________________ NA 

Shipping and Storage Data: 

Quantity-distance class/ 
SCG _____________________________ 1.4s 

Storage code ---__-- ____ --_ ______ Class V 
DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10542379 

References: 

SB 700-20 
TM 9-1005-249-10 
TM 9-1300-206 
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TM 43-0001-2 

, CARTRIDGE, DUMMY, 5.56MM, M232 

\ JACKET 

SLUG 

AR 5953 

Wpe Classification: 

STD - AMCTC 4485. 

Rifles, 5.56mm, Ml6 and M16Al. The car- 
tridge is an inert round used for testing the 
mechanisms of 5.56 weapons. 

Description: 
_______- ‘i 
UUMMY Lartridge. The cartridge is identi- 

fied by a black chemical finish over the entire 
round and by the absence of a primer. 

Tabulated Data: 

DODAC___.~~~._~~~~~__~~~~~~~~~~~ 13()5&)69 
Weight ____._______________________ 161 gr 

k%: 

________________________---- 2.26 in, (57.4 mm) 
_____--_________-_-___I______ NA 

ziz:er 
________________________---_ NA 

_____________.-_____.---_------ NA 
Explosive: 

Type ___________ ______l--_-__---- NA 
Weight -_______________----I_____ NA 

Incendiary: 
Type ____________________________ NA 

Weight__.____________.__________ NA 

Propellant: 
Type ____-_____._________________ NA 

Weight__--_________________.-_-_ NA 

Performance: 

Chamber pressure ------------ NA 
Ve~ocity___~~~~~__~~~~~__~~~___~~~~ NA 

Quantity-distance class/ 
SCC _________________________---_ 

Storage code ____-_____----~_.--_ 
DOT shipping class ----------- 
DOT designation ______________ 

Drawing number -------------- 

References: 

SB 700-20 
TM 9-1005-249-10 
TM 9-1300-206 

NA 
NA 
NA 
NONEXPLOSIVE 
AMMUNITION 
10534146 

10-15 



TM 4B-0001-2 

CARTRIIXX, 5SMM, IILANK, M755 

_- 

Qpe Ciassificatioo; .-. 

STD - MSR 04786005. 

The M755 blank cartridge is especially 
designed for use with the Sting Ring Airfoil 
Munition System which consists of the M234 
launcher and the 64mm riot control M743 pro- 
jectile fired from the Ml6Al rifle. 

Description: 

_BLANI( Cartridge. The cartridge is only for 
use with the M234 riot control 6411m projectile 
launcher. The launcher is attached to the flash 
suppressor of the Ml6Al rifle and actuated by 
firing an M755 5.56mm blank cartridge. The 
M755 blank cartridge is the only cartndge that 
will give the projectile M743 the proper velocity. 
Use of other blank cartridges may damage the 
system. 

The cartridge is loaded with 12 grains of 
DuPont Hi Skor 700X propellant closed with a 
seven petal nose crimp and moisture sealed. 
The crimped tips of the cartridge is painted 
with yellow lacquer for identification and thus 

/‘- lessen the chance of mixing them with the stan- 
dard MlGAl rifle blank cartridges. 

I;uactian: ---.--- - 

The blank cartridge is fed into the firin; 
chamber. When fired, the primer ignites the pro 
pellant. The expanding propellant gases pas 
from the muzzle of the rifle into the launche 
manifold. The projectile is ejected from tb 
launcher barrel. The propellant charge is no 
sufficient to eject the cartridge case which mus 
he ejected by pulling the charging handle of th’ 
rifle all the way back. 

lill~id;~tecl Data: -.._-_- -. _- 

DODAC __----_________---__-____ __ ‘I‘BA 
\V+-rht ______ __________ __ _________ _ 

k2cP 

112 gl 
_ ______ _ ______ ____-_ ______ __ 1.9 ill. (48,:j mm) 

a____ ____ _-- ____ ___-____ _____ _ NA 
Prilller -__---__------__.--_-______ Pep-ussioll 
Fuze ______ _a____ ____________ _______ NA 
Explosive: 

'rype ___--____________--_________ NA 

~Veig~~t_---~-_____--~---~-_______ NA 

Incendiary: 
Type ____________________________ NA 

Weight_--________-__----________ NA 

Propellant: 
Type ____-______--____--_-_______ Hi Skor 7()0X 

Vileight_---________-_---_________ 12 g1 
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TM 43-0001-27 

Performance: 

Chamber pressure ------------ NA 
Velocity ___________ ________________ 172 to 198 fps 
Maximum range --------------- 100 m 

Shippj_p& Stqr_axe Da@ 

Qw&ity-distance class/ 
_____________________________ 1.4s 

Storage co& ____-________-______ Class I 
DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- C122-3-43 
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TM 43-0001- 

CARTRIDGE, 5.56MM, BALL, MS55 

JACKET 
SiUG ’ PENETRATOR 

GREEN 
U 
AR 5946 

Qpe Classification: 

STD - MSR 05826003. 

Machine Gun, 556mm, M249EI; and Rifle, 
556mm, M16A2. The cartridge is intended for 
use against personnel and unarmored targets. 

Description: 

BALL Cartridge. The cartridge is identified 
by a green bullet tip. 

Tabulated Data: Shipping and Storage Data: 

D()DAC ___________________________ 13()5_A&jg 

UN0 serial number ---------- 0012 
UN0 proper shipping 

name ____________________________ Cartridges for 

weapons, inert pro- 
jectile 

Weight ______________________-_____ 190 gr 

Len~h____________________________ 2.26 in. (57.4 mm) 
Tracer _____________________________ NA 

primer ___________________________ _ percussion 
Fuze _________ _ _______ ~~~~~~~~~~~~~~ NA 

Explosive: 
Type ____________________________ NA 

Weight ____________ _ _____________ NA 

Incendiary: 
Type -__ ______________________ ___ NA 
Weight--__-_____________________ NA 

Propellant: 
Type ____________________________ WC 844 

Weight__________________________ 26.1 gr 

Projectile: 
Weight_______________________._-_ 62 gr 

Performance: 

Chamber pressure ------------ 55,000 psi 
velocity___________________________ 3025 fps, 78 ft & 

muzzle 

Qm&ity-distance class/ 
_____________________________ 1.4s 

Storage co& ____________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 9342862 

References: 

DARCOM 700-3-2 
TM 9-1300-206 
TM 9-1305-201-20&P 
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TM 43-0001-27 

. CARTRIDGE, 5.56MM, TRACER, MS56 

CLOSURE CUP 

IGNITER COMPOSITION JACKET 

\ 

’ POINT FILLER 

TRACER COMPOSITION 

ORANGE- 

Qpe Classification: Explosive: 

STD - MSR 05826002. 

Type ____________________-_-_-_-- NA 

Weight__________________________ NA 

Incendiary: 

Machine Gun, 556mm, M249El; and Rifle, 
5.56mm, M16A2. The tracer is intended to per- 
mit visible observation of the bullet’s in-flight 
path or trajectory to the point of impact. 

Description: 

TRACER Cartridge. The cartridge is identi- 
fied by an orange bullet tip. 

!R 5949 

Type ____________________________ NA 

Weight__________________________ NA 

Propellant: 
Type ____________________--_----- WC 844 

Weight__________________________ 24.7 gr 

Projectile: 
Weight__________________________ 63.7 gr 

Performance: 

Chamber pressure ------------ 55,000 psi 
Velocity --------------------------- 2J,‘,“,fr, 78 ft fron 

Shipping and Storage Data: 
Tabulated Data: 

DOJ)AC__ _______________ _ _________ 13Ofj_A()63 

UN0 serial number ---------- 0012 
UN0 proper shipping 

name____________________________ Cartridges for 
weapons, inert pro- 
jectile 

Weight ____________________________ 191 gr 

kg: 
____________________________ 2.26 in. (57.4 mm) 

____________________------~-- NA 
Primer _______________________ _---- Frussion 
Fuze ____________________-_--------- 

Quantity-distance class/ 
SCG _____________________________ 1.4s 

Storage co& ____________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 9342863 

References: 

SB 700-20 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, 5.56MM, PLASTIC, PRACTICE, MS62 

mpe Classification: 

STD - To be approved. 

Rifles, 556mm, M16Al and M16A2 with M2 
Practice Bolt. The cartridge is for training in 
local and urban training areas where range 
restrictions preclude use of full range standard 
service ammunition. 

Description: 

PLASTIC Cartridge. The cartridge is identi- 
fied by a blue plastic bullet. 

Tabulated Data: Quantity-distance class/ 

D()DAC ___________________________ 13()5_A()@j 
UN0 serial number ---------- 0012 
UN0 proper shipping 

name ____________________________ Cartridges for 

weapons, inert pro- 

SCG _____________________________ 1.4s 
Storage co& ____________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

Drawing number -------------- 12598589 
jectile 

Weight ____________________________ 108 gr 

Length____________________________ 2.03 in. (51.6 mm) 
T&r _____________ _ ______ _ ____._ __ NA 
Primer _________________ ~_~~_~~~~~~ percussion 
Fuze ____ ____ ________________ _______ NA 

U 
AR 5955 

Explosive: 
Type ____________________________ NA 

Weight__________________________ NA 

Incendiary: 
Type ____________________________ NA 

Weight__________________________ NA 

Propellant: 
Type ____________________________ WR 260 
Weight__________________________ 8.7 gr 

Projectile: 
Weight__________________________ 3.6 gr 

Performance: 

Chamber pressure ------------ 15,750 psi 
Velocity___________________________, 4525 fps, 15 ft fro11 

muzzle 

Shipping and Storage Data: 

AMMUNITION 

References: 

SB 700-20 
TM 9-1005-249-10 
TM 9-1300-206 
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TM 43-0001-2 

CARTRIDGE, 7.62MM, BALL, M59 

I 

. 

/.” 6, 

@ 
‘... f& 

/ ’ 
CORE 

JACiiET PdNT 
BABE FILLER FILLER 

Qpe Classification: 

STD - OTCM 36841. 

Use. 
2 

Machine Guns, 7.62mm, M60 and M219; and 
Rifle, 7.62mm, M14. The cartridge is intended 
for use against personnel and unarmored tar- 
gets. 

Description: 

BALL Cartridge. The cartridge is identified 
by a bullet tip. 

Tabulated Data: 

DOD& ____________________------- 1305AI43 
UN0 serial number ---------- 0012 
UN0 proper shipping 

name __________~~__________II____ Cartridges for 

weapons, inert pro- 
jectile 

Weight -__-________________________ 393 gr 
1 .m-tcrth __*_b”_‘___________________________- 9 8 in (71 1 mnil _._ _._. \. _._ __*_.-, 
Tracer ____________________ _ _______. NA 
Primer ____________________________ NA 

Fuze _______________________________ NA 

Explosive: 
Type ____________________________ NA 

Weight_-___- ____________________ NA 

Incendiary: 
Type _~__I~_~~~___~~__ ___________ NA 
Weight __________________________ NA 

Propellant: 
Type _____-_.____-______-- _______ WC 846 

Weight r~~~~~~~~~~~~~~~~~~~~~~~;~ 
Projectile: 

46 gr 

Weight ~~~~~~~~~~~~~~~~~~~~~~~~~~ 150.5 gr 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity ___________________________ 2750 fps, 78 ft fro] 

muzzle 

Shipping and Storage Data: 

Quantity-distance class/ 
SCG _____________________________ 1.4s 

Storage co& ____________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 7553702 

ll- 



TM 43-0001-27 

References: 

SB 700-20 
mi a-1 nnF;_992_1 n **.A ~-*“““-YY”-*” 
TM 9-1005-223-12P 

TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 i?- - 1M 9_i3@jm206 
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TM 43-0001-27 

CARTRIDGE, 7.62MM, HIGH PRESSURE TEST, M60 

Type Classification: 

OBS - MSR 11756003. 

,/-- Use: 

All 7.62mm weapons. The cartridge is not 
for field issue, but is used for proof firing of 
weapons during manufacture, test, or repair. 

Description: 

HIGH PRESSURE TEST Cartridge. The car- 
tridge is identified by a stannic-stained (sil- 
vered) case. 

Function: 

The cartridge is loaded with a special propel- 
lant to reduce 

R 
pressures substantially in 

excess oft e service cartridge. 

Tabulated Data: 

DODA(-J ___________________________ 13()5_A129 
UN0 serial number ---1---1-- 0012 
UN0 proper shipping 

name____________________________ Cartridges for 
weapons, inert pro- 
jectile 

Weight _____________________--__--- 412 gr 

f-- 
~ngth_________~____~~~~~_~_~~~~~~ 2.8 in. (71.1 mm) 
Tracer __________________ -___--__--_ NA 

-__________________-________ Percussion 
______________________----_---- NA 

Explosive: 
Type __--____ _______________.____ NA 
Weight~~~~~~~~~~~~~~~~~_________ NA 

Incendiary: 
Type ____________l__ll____________ NA 

Weight__________________________ NA 

Propellant: 
Type _____________-I______I_______ IMR 4475 
Weight __________________________ 

Projectile: 
41 gr 

Weight__________________________ 171.5 gr 

Performance: 

Chamber pressure ------------ 67,500 psi 
Velocity___________________________ )JA 

Shipping: and Storage Data: 

Q;Fgty-distance class/ 
_------___ * __-__________ * ____ 1.4s 

Storage code l~~~~~~~~~l~~~l~~~-. Class V 
DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 7553703 

References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 
TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-2: 

CARTRIDGE, 7.62MM, ARMOR PIERCING, M61 

/ ’ 
CORE 

JACiET PhJT 
BASE FILLER FILLER 

- _???!k. - 
I- (/l.l-MM) 

I 

BLACK 1 1 U 
AR 5958 

Type Classification: 

OBS - MSR 11756003. 

Machine Guns, 7.62mm, M60, M219 and 
M240; and Rifle, 7.62mm, M14. The cartridge 
is used in rifles and machine guns against per- 
sonnel and light armored or unarmored targets, 
concrete shelters, and similar bullet-resisting 
targets. 

Description: 

ARMOR PIERCING Cartridge. The car- 
tridge is identified by a black bullet tip. 

‘Igbulated Data: 

DODA(-J ____________________ _ ____ __ 

UN0 serial number ---------- 
UN0 proper shipping 

name__________________~~~-~~~~~~ 

Weight _________________ ~~~~~~~~~~~ 

1305-Al20 
0012 

Cartridges for 
weapons, inert pro- 
jectile 
393 gr 
2.8 in. (71.1 mm) 
NA 

primer ______________________ ~_~~~. percussion 
Fuze _______________________________ NA 

Ex losive: 
?p ype ________________________--__ NA 

Weight__________________________ NA 

Incendiary: 
Type ____________________________ 
Weight__________________________ iit 

Propellant: 
Type ____________________________ iyR/475 
Weight -_________________________ 

PrWsle;e: 
__________________________ 150.5 gr 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity --------------------------- 27Z7$s, 78 ft fror 

Shipping and Storage Data: 

Qm&ity-distance class/ 
_____________________________ 1.4s 

Storage co& _I_________________- Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 7553704 
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TM 43-0001-27 

References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 

TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, 7.62MM, TRACER, M62 
_- 

SUBIGNITER COMPOSITION 

TRACER COMPOSITION 

f 2.80 IN. 
(71 .l-MM) 

D 

U 
I ’ AR 5959 

fipe Classification: 

CON - MSR 11756003. 

Machine Guns, 7.62mm, M60, M219 and 
M240; and Rifle, 7.62mm, M14. The tracer is 
intended to permit visible observation of the bul- 
let’s in-flight path or trajectory to the point of 
impact. 

Description: 

TRACER Cartridge. The cartridge is identi- 
fied by an orange buiiet tip. 

Tabulated Data: 

D()DAC __________ _a __________ _ ____ 13()5&24 

UN0 serial number ---------- 0012 
UN0 proper shipping 

name--____----------- ___________ Cartridges for 

weapons, inert pro- 
jectile 

Weight ____________________________ 383 gr 

Length____________________________ 2.8 in, (71.1 mm) 
Tracer_____ ________________ ___ _____ R284 

primer ___ _________________________ percussion 
Fuze ______________________ _ _______ _ NA 

Explosive: 
Type ___________________________. NA 

Weight__________________________ NA 

Incendiary: 
Type ____________________________ NA 

Weight__________________________ NA 

Propellant: 
Type ____________________________ WC 846 

Weight__________________________ 46 gr 

Projectile: 
Weight__________________________ 142 p 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity ---------------------- ----- 2750 fps, 76 ft from 

muzzle 

Shipping and Storage Data: 

Q;aCl;;ity-distance class/ 
---------.------------------- 1.4s 

Storage co& .___________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10522000 

11-9 



TM 43-0001-27 

References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005223-12P 

TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-Z; 

CARTRIDGIZ, 7.62MM, TRACER, M62 (OVERHEAD FIRE MISSION) 

RED 

COMPOSITION TRACER 
COMPOSITION 

l3pe Classification: 

CON - MSR 11756003. 

Use: 

Machine Guns, 7.62mm, M60, M219 and 
M240; and Rifle, 7.62mm, M14. The cartridge 
is used in weapons for firing over the heads of 
troops being trained in field exercises. 
Stringent production control and screening of 
ammunition lots ensure the safety of personnel 
operating immediately below the trajectory of 
the fired bullets. 

Description: 

TRACER Cartridge. The cartridge is identi- 
fied by a red bullet tip. 

Tabulated Data: 

DODAC ______________________ _ ____ 13(-$j_A167 
UN0 serial number ---------- 0012 
UN0 proper shipping 

name _______ _ ____________ _------- Cartridges for 

weapons, inert pro- 
jectiie 

Weight ____________________-______ 387 gr 

k22 

__________________________-- 2.8 in. (71.1 mm) 
____________________--------- R284 

Primer _________________ ~~~~~~~--~~ Percussion 
Fuse _______________ ~___~~~~~~~_-~~~ NA 
Explosive: 

Type _______ _ _____ __~--~~~~~~-~-~ NA 

Weight _____________ _ ____________ NA 

Incendiary: 
Type ._____________-_____________ NA 

Weight____________--____________ NA 

Propellant: 
Type ______I_______L________-____ WC 846 

Weight ____-_____________________ 
Projectile: 

46 gr 

Weight_____________---__________ 146 gr 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity --_-_. ---- ----------__ ----- 2750 fps, 78 ft from 

muzzle 

Shipping and Storage Data: 

Q;i$ty-distance class/ 
-.______.____ * _________ * _____ I.453 

Storage co& --_____--_ _____ -__ Class V 
DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10535493 

References: 
_w. _^,. Yl5 .,uu-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 
TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-27 

. CARTRIDGE, DUMMY, 7.62MM, M63 

Qpe Classification: 

STD - OTCM 36841. 

Machine Guns, 7.62mm, M60, M219 and 
M240; and Rifle, 7.62mm, M14. The cartridge 
is used for practice in loading 7.62mm weapons 
for simulated firing to detect flinching of person- 
nel during firing and for inspecting and testing 
the weapon mechanism. 

Description: 

DUMMY Cartridge. The cartridge is identi- 
fiecll!$%Zlongitudinal corrugations (flutings) 
on the cartridge case. There is no primer and 
no vent hole in the primer pocket. 

Tabulated Data: 

DODAC __________________-____---- 1305Al35 
Weight _________-__________-------- 258 gr 

!iCElh 

____________________--__---- 2.8 in. (71.1 mm) 
_____ ____________________---- NA 

Primer ________________ _ _______ _--- NA 
Puze__________ _________________ -_-- NA 
Explosive: 

Type _______________ _ ______ ______ NA 

Weight______________________---. NA 

Incendiary: 
Type _____________I__-_______I__L NA 

Weight_____~~~_______~~~~~_~___~ NA 

Propellant: 
Type __l___l______l-__-__-------. NA 
Weight_____-__________--_-_____- NA 

Projectile: 
Weight _--_________-_____________ NA 

Performance: 

Chamber pressure -----------I Ei 
Velocity ___--__-----_____---______I 

Shipping and Storage Data: 

Quantity-distance class/ 
SCG I-_______--_-______---------- 

Storage code ~~~~I~~_~_~~~~~~~~~. :; 
IW-lT chinnina nlacc ___________ _?&A_ YV a Y*‘apy.ub wa-” 
DOT designation -------------- NONEXPLOSIVE 

AMMUNITION 
Drawing number -------------- 7553706 

References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 
TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, 7.62MM, GRENADE, M6J 

U 
AR 5962 

lJp_Classitication: 
T-- 

OBS - MSR 11756003. 

Rifle, 762nm, M14. 

Description: 

GRENADE Cartridge. ‘I’he cartridge is iden- -- 
tifiFd%-y a rose-petal (rosette-crimp) closure of 
the cartridge case mouth and sealed with red lac- 
(plel: 

IGmctim; 

The cartridge provides pressure upon func- 
tioning to pmject rifle grenade to a desired tar- 
get when using a grenade projectile adapter 
and dragon missile launch effect trainer (LET). 

DODAC____ _________ _____ ____ _____ 183()_GH:jg 

UN0 serial number ---------- 0014 

UN0 proper shipping 
ilanle -_-__-- ____ --______ ________ _ Cartridges f()l 

weapons, blank 
Wei&t _---------____---- __________ 295 gi 
Leq$,h ----______-_________________ 2 in. (50.3 nlill) 
‘~r~~cer~~---~~~~~~-~~-~~-~__________ NA 
Prinler -------------____---------__ Perctissioil 
Puze ____ -_- ________ _ _______________ NA 
Explosive: 

l’ype ____ _ ________ ___ __________ __ NA 
~~ei~~~t_~-~~~__~__-~-~- __________ NA 

Incendiary: 
‘l’\;pe ___ ______._ _ _________ _ ______ 
Ci;i,,l~t_____________~~~~~~~~~ 

NA 
hT A ..~rti,~~-- --------- - ------------__ ,*A 

Propellant: 
l’ype ____--__________-_ -- -------_ WC fl;_Ic) 
~Vsaig~~t_ ________ ___ ________ ______ 

Projectile: 
45 gl 

Weight ___________ __ ________ _ ____ NA 

~!tJjmnnnce: 

Chiunber pressure ------------ NA 
Velocity ------------------------___ 160 fps, 5.f; ft f~()m 

niuzzle for pro- 
jected grenade 

S!iif@ng ilIlC1 StOl3ge Ililtil: ---___-.. __.. -.___ 

Quantity-distance cl:& 
SCG _-__ -- ~~_~~~~__--__~_~~~_~~~~ 1.4s 

&(J,-a@ co& _______ -_ _________ __ Class v 
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DOT shipping class ----------- C 
DOT designation --------------) SMALL ARMS 

AMMUNITION 
Drawing number -------------- 7553707 

References: 

SB 700-20 
TM 9-1300-206 
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‘I’M 48-0001-27 

CARTRIDGE, 7.62MM, IhW,, M80 

2.80 IN, 
(71 J-MM) b 

Wpe Classification: 

STD - MSR 07798001. 

Mwhine Guns, 7.62nm, M6O, M219 and 
M240; and Rifle, 7.62nm, M14. The cartridge 
is intended for use against personnel and unar- 
mored targets. 

Description: 

$&ALL Cartridge. This cartridge is identified 
h-y a pZiii> hullet tip. 

‘I?ll~llli~tCXl Diltil: __- ..-- - 

DODAC_ __________________-_-_____ 1305~122 
UN0 serial number ---------- 0012 
UN0 proper shipping 

nanle------ ----- ----- ---- -------- Cnrtljdgrs fbl 
.x?Ynnr\,,c ;r>u,.t mm_ . . ._‘,,>“,‘U, 1&&b& c y&v- 
jectile 

Weigllt __-------___----_____------- ‘392 gr 
Length_ _------------------ --- ----- 2.8 in. (71.1 mnl) 
‘rracer ____--- __ ___----_---- -------- NA 

U 
AR 5963 

Primer ______________ _ ____ __ _______ Pe~cussiol~ 
Fuze ___________ __ _____ _ _______ _ ____ NA 
Esplosive: 

Type ____________________________ NA 

weiklt_________________.________ NA 

Incendiary: 
l'ype ____________________________ NA 

Weigllt__________________________ NA 

Propellant: 
l'ype _________________*__________ WC 846 

~f&igl~t__________________________ 46 gq 
Pqjectile: 

il’,igllt__ ____ ______ _--.-_------__ 146 rrl 

j$-tbrnmwe: -___ -_._ 

Chm~her pressure ------------ 50,000 psi 
Ve\ocity - .---------------- _---- ---- 2750 tps, 78 ft fy(,lll 

111uzzle 

Quantitv-distance ~lil~sc 
SCG ----------------------------- 1.4s 

Storage code --_ --------- --- ----- Class V 
DOT shipping class ----------- C 
DOT tlesi~latioll -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10521!)9t?l 
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References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 

TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, 7.62MM, BALL, MS0 (OVERHEAD FIRE APPLICATION) 

Type Classification: 

STD - MSR 07798001. 

Machine Guns, 7.62mm, M60, M219 and 
M240. The cartridge is used in machine guns 
for firing over the heads of troops being trained 
in field exercises. Stringent production control 
and screening of ammunition lots ensure the 
safety of personnel operating immediately 
below the trajectory of the fired bullets. 

Description: 

BALL Cartridge. 
by Z$Kk bullet tip. 

The cartridge is identified 

Tabulated Data: 

DOD&-J ___________________________ 1305_A166 
UN0 serial number ---------- 0012 
TTITA -.....- o~:-.:..n ” 11” p‘ upa 5111pp111~ 

name_--_- ________ ___ _________ ___ Cartridges for 
weapons, inert pro- 
jectile 

Weight _________________________-__ 392 FJ- 

~ngth_~~~~_~______~~~~~~~~~~_~-~- 2.8 in, (71.1 mm) 

Tracer _____________ _ _______________ NA 

primer _________ _ __________________ percussion 
Fuze __ _______._____ __ ._______ _ _____ NA 

Explosive: 
Type _________ _ __________________ NA 
Weight ____I_____________________ NA 

In+en~iary : 
_ ___________________________ NA 

Weight~__________~~~~~~___~~~___ NA 

Propellant: 
Type ____ll______l_________L_____ WC 846 

Weight____________--______----__ 46 &r 

Projectile: 
Weight.____________---____--____ 149 gr 

Performance: 

Chamber pressure ------------ 50,000 psi 
~elocity~-~--~___-~~~~~~~~____--~~~ 2750 fps, 78 ft from 

muzzle 

Shippinp and Storage Data: 

Quantity-distance class/ .-._fi yc;u ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ i.4S 
Storage co& ___-________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10523088 
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References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 

TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-2; 

CARTRIDGE, 7.62MM, BLANK, MS2 

U 
AR 5969 

Wpe Classification: 

STD - OTCM 36841. 

Use: 

Machine Guns, 7.62mm, M60, M219 and 
M240; and Rifle, 7.62mm, M14. The cartridge 
is used in rifles and machine guns equipped 
with blank firing attachments to simulate fir- 
ing in training exercises and for saiuting pur- 
poses. 

Description: 

BLANK Cartridge. The cartridge is identi- 
fiwdouble tapered neck and absence of a 
bullet. 

Tabulated Data: 

DODAC ~~~~~~~~~~~~~~~~~~~~~~~~~~~ 1305-A112 
UN0 serial number ---------- 0014 
UN0 proper shipping 

name ____________________ ----_-__ Cartridges for 

weapons, blank 
Weight _________________------_-___ 235 gr 

k22: 

____________________________ 2.62 in. (66.55 mm) 

_____________________________ NA 

Primer__~______________-~-~~~~~~__ Percussion 

,p 
Fuze ____________________-------____ NA 

Explosive: 
Type _________________ ~~~~~~~~~~_ NA 

Weight---_- _____ ~~~~~~~~~~~ ____. NA 

Incendiary: 
Type __-_- _______ .-------___ ____. NA 
Wei ht -_ ________ -----__-- _______ 

g; 
NA 

Prope lant: 
Type ______--____-_______----_-_- SR 8231 
Weight~~~________~--~~~~~______. 15 gr 

Performance: 

Shipping,and Storage Data: 

Q;x$ty-distance class/ 
___________ * ______-__________ 1.4s 

Storage co& _______~~~~~~_______ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 8597283 

References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 
TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-2 

CARTRIDGE, 7.62MM, BALL, SPECIAL, Ml18 

cl 0 
0 

nm 

2.83 IN. 
(71.9 MM) J 

--_ 

i&l 5965 

Type Classification: 

STD - MSR 07798001. 

Rifles, 7.62mm! M14, M21, M24, and 
M40Al. The cartridge is intended and specifi- 
cally prepared for use in high accuracy weapons. 

Description: 

BALL Cartridge. The cartridge is identified 
by cartridge case head stampings with NATO 
design mark, manufacturer and year. 

Tabulated Data: 

DOJ)AC ____ _ ______________________ 13()5_Al36 

UN0 serial number ---------- 0012 
UN0 proper shipping 

name ____________________________ Cartridges for 

weapons, inert pro- 
jectile 

Weight __________________________._ 390 g-r 

i2E 

____________________________ 2.83 in. (71.9 mm) 
_____________________________ NA 

Primer ____________________________ Percussion 
Fuse _______________________________ NA 
Explosive: 

Type ~~~~~~~~~~~~~~~~~~~~~~~~~~~~ NA 

Weight __________________________ NA 

Incendiary: 
Type ____________________________ NA 
Weight__________________________ NA 

Propellant: 
Type ____________________________ WC 846 and 

IMR 4895 
Weight__________________________ 44 gr 

Projectile: 
Weight_____________--__--_______ 172 g 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity______________----_________ 2640 fps 

ShippinP and Storage Data: 

Q;Fzty-distance class/ 
_____________________________ 1.4s 

Storage co& ____________________ Class V 

DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 8597555 

References: 

SB 700-20 
TM 9-1005-223-12P 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, 7.62MM, FRANGIBLE, Ml60 

!R 5967 

Qpe Classification: 

STD - AMCTC 2186. 

Machine Guns, 7.62mm, M219 and M240. 
The cartridge is designed for firing single shots 
in the machine gun for gunnery practice. 

Description: 

FRANGIBLE Cartridge. The cartridge is 
identified by a green bullet tip with a white 
ring to the rear of the green tip. 

Function: 

The frangible bullet, upon striking a target, 
disintegrates, leaving a mark at the point of 
impact. It is not to be fired on indoor ranges 
unless they are well ventilated to prevent the 
buildup of bullet “dust,” which is toxic. 

Tabulated Data: 

D()DAC ____-_____________-_-----_- 
UN0 serial number ---------- 
UN0 proper shipping 

name____________~~_____~~~~~~~_- 

Weight ___________________________ _ 
pr;rJ; _____-______------_I-------- 

_____________II__________I___ 

Primer ____I_______-_-____-___l_l__ 

1305-A147 
0012 

Cartridges for 
weapons, inert pro- 
jectile 
315 gr 
2.8 in. (71.1 mm) 
NA 
Percussion 

Fuze _I___________________l_______l_ NA 
Explosive: 

Type _____--______- ____ --- _____ -- NA 
Weight ______-l____-__-l____I____ NA 

___________-_______-___I___-- NA 
weight __11______1_______-_______ NA 

Propellant: 
Type ____ ___ ____.________ _ _____ -- SR 8074 
Weight__--- ____ ___ _____ __ _____ -_ 10.5 gr 

Projectile: 
Weight__--- ____ ___s____I________ 108.5 gr 

Performance: 

Chamber pressure ------------ NA 
Velocity _________________ _ --_____-- 1320 fps, 100 yd 

from muzzle 

Shipping and Storage Data: 

Quantity-distance class/ 
SCG _____.______________----____ 1.4s 

Storage code _____ _ _____ ____ ____ - Class V 
DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 10522476 

References: 

SB 700-20 
TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, DUMMY, 7.62M-M, Ml72 

GM JACKET 

I 
1.18IN. _c! 

JACKET\: (30.0~MM) 

SLUG qr=d 
$. --. _s<e- 

GMCS JACKET 

I 2.80 IN. 
(71 .l-MM) ,I 

lYpe Classification: 

STD - AMCTC 4635. 

Test of 7.62mm weapons. The cartridge is 
inert and is used to test the mechanism and 
metallic link belts of 7.62mm weapons. 

Description: 

DUMMY Cartridge. The cartridge is identi- 
fied by a black oxide finish over the entire 
round and has no primer. There is no vent hole 
in the primer pocket. 

Tabulated Data: 

DODA(-J _______ - -__________________ 1305_A162 
Weight ________ ______ ____ __________ 385 gr 
Length ----_______-----____-------_ 2.8 in. (71.1 mm) 
Tracer__---- ________ __ _____________ NA 
Prjmer_------ _____ _-_________ _____ NA 
Fuze ____-__________-____---------__ NA 
Explosive: 

Type ___----_ _____ _______________ NA 
Weight ___________ _ ______________ NA 

Incendiary: 
Type _______.____________----_-__ NA 
Weight ___________ ________ _______ NA 

Propellant: 
Type ________ _____ ____ ___________ NA 
Weight~~~~~~~__~_~~~~~~~~~ ______ NA 

Projectile: 
Weight_---- ______ ________ .______ NA 

Performance: 

Chamber pressure ------------ NA 
Velocity _______ ____ _____ ______ _____ NA 

Shipping and Storage Data: 

Q;pzty-distance class/ 
____________ __ _________ _ _____ NA 

Storage code --_________-________ NA 
DOT shipping class ----------- NA 
DOT designation -------------- NONEXPLOSIVE 

AMMUNITION 
Drawing number -------------- 10522688 

References: 

SB 700-20 
TM 9-1005-223-10 
TM 9-1005-223-12P 
TM 9-1005-224-10 
TM 9-1005-233-10 
TM 9-1005-298-12 
TM 9-1005-313-10 
TM 9-1300-206 
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TM 43-0001-27 

CARTRIDGE, 7.62MM, DIM TRACER, M276 

Ilvpe Classification: 

STD - Being performed. 

Rifle, 7.62mm, M14; Machine Guns, 7.6mm, 
M60, M240, M219 and M134. The combat car- 
tridge is to be used by soldiers equipped with 
night vision equipment. 

Description: 

COMBAT Cartridge. The cartridge is identi- 
fied by a pink ring behind a green tip. 

Tabulated Data: 

DODAC ___________________________ 13()5_Al63 

UN0 serial number ---------- 0012 
UN0 proper shipping 

name---- __________ _ _____________ Cartridges for 

weapons, inert pro- 
jectile 

Weight ____________________________ 381 gr 

kg: 

__I~__~_~~_~____~___________ 2.8 ina 

_____________________________ R440 Trace M& 
Primer _.______________I___-------- Percussion 
Fuze _______________________________ NA 

Explosive: 
Type ____________________________ NA 

Weight___________-______________ NA 

Incendiary: 
Type ____________________________ NA 
Weight__________________________ NA 

Propellant: 
Type ____________________________ WC-846 

Weight~~~~________~~~~~~~~~~~~~_ 46 gr 

Projectile weight -------------- 140-150 gr 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity ____I_______________------- 2760 fps (GMCS) 

and 2680 fps (GM), 
78 ft from muzzle 

Shipping and Storage Data: 

Quantity-distance class/ 
SCG _____________________________ 1.4s 

Storage co& ___~~~~~~__~________ C 

DOT shipping class ----------- C 
DOT designation -------------- CARTRIDGES 

SMALL ARMS 

References: 

DMWR 9-1300-0017-Dl 
TM 9-1305-201-20&P 
TM 9-1305-201-34&P 
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CARTRIDGE, 7.62MM, MATCH, MS52 

I AR 5966 

Type Classification: 

STD - MSR 09816009. 

Rifle, 7.62mm, M14, NATIONAL MATCH. 
The cartridge is intended and specifically pre- 
pared for use in those weapons designated as 
competitive rifles and also for marksmanship 
training. The cartridge is not for combat use. 

Description: 

MATCH Cartridge. The cartridge is identi- 
fied by the cartridge case head stamping of 
MATCH. It also has a knurl at the base of the 
cartridge case and a hollow point bullet. 

Tnk..lntna r\ntn. IcI”“IQL=” “CILCI. 

DODAC ___________________________ 1305-A171 
UN0 serial number ---------- 0012 
UN0 proper shipping 

name__~_~__~________~~~~~~~~~~~_ Cartridges for 
weapons, inert pro- 
jectile 

Weight ____________________________ 385 gr 

Length _.--__-____-_____----------- 2.83 in. (71.9 mm) 

Tracer ___________ _____ _____________ NA 

primer _______ _____ ________ ____ ____ percussion 
Fuze _______________________________ NA 

Explosive: 
Type ____________________________ NA 

Weight_________________________- NA 

In+zengiary : 
____________._______________ NA 

Weight__________________________ NA 

Propellant: 
Type ____________ -__-__ __________ IMR 4395 
Weight__________________________ 42 gr 

Bullet: 
Type ____________________________ Hollow point 

Weight__________________________ 168 gr 

Performance: 

Chamber pressure ------------ 50,000 psi 
Velocity___________~~~~~-~~~~__~__- 2550 fps, 772 mps 

Shipping and Storage Data: 

Quantity-distance class/ 
SCG _____________________________ 1.4s 

Storage code ____~~~~~~~~~~~~~~~~ Class J7 
DOT shipping class ----------- C 
DOT designation -------------- SMALL ARMS 

AMMUNITION 
Drawing number -------------- 9341551 
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