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LEDR SOFTWARE POLICY

INTRODUCTION

At MDS, we continually strive to improve our product performance and reliability. To ensure 
you are getting the best performance and reliability possible from your installed LEDR-II 
systems, we recommend upgrading to the latest available firmware. Doing so ensures you have 
the most up-to-date, and trouble-free version of system firmware available. In addition to this 
recommendation, it is our policy to upgrade, test, and return all serviced units with only the latest 
version of firmware, as described below.

NOTE
It is understood that upgrading an existing field radio 
to the latest code may not be immediately feasible, but 
upgrades  should  be  implemented  at  your  earliest 
convenience.

MDS POLICY and RECOMMENDATION

As of this bulletin, Rev. 6.3.6 is the latest Fullrate code (P/N 06-4269A01) and Rev. 6.3.6 is 
the latest Subrate code (PN 06-3451A01) for LEDR Transceivers. Note that Fullrate and Subrate 
codes can have the same Version numbers but have different Part Numbers. They are not 
interchangeable.

 Rev-6.3.6 Fullrate Code.  When a LEDR radio is serviced by MDS and its Bandwidth 
is 500 kHz or more and has the Version E1.1.04 (Fullrate Patch) installed, the radio will 
be upgraded with the latest code in both images. Note that the E1.1.04 Fullrate Patch 
needs to be operating at both ends of the radio link. Radio communication will not be 
possible if E1.1.04 is running only at one end. Also note that Version E1.1.04 by itself 
can be loaded into radios with older versions of LEDR software and can be remotely 
installed. Serviced units will be returned with the latest applicable version of code.

 Rev-6.3.6 Subrate Code.  When a LEDR radio is serviced by MDS and its Bandwidth 
is 200 kHz or less, your original software is placed in the active image of the radio and 
MDS’ latest code will be installed in the inactive image. Before enabling the latest code 
as the active image, ensure that COFFSET is less than 1.1 kHz (COFFSET = Carrier Offset  
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between both radios). If COFFSET exceeds 1.1 kHz, the un-serviced radio of the link 
requires a frequency reference alignment.

 LEDR Protected Configurations.  Systems operating with Hot-Standby 
configurations should utilize the same code release on both active images at a common 
end. Variations in firmware release can exist from end-to-end or from link-to-link with no 
compatibility issue. When a LEDR radio is serviced by MDS and the radio was part of a 
Hot-Standby system, your original software will be placed in the active image and the 
inactive image will contain MDS’ latest code. Upgrade the other radio with the latest 
code (see Finding the Software You Need, below) then enable the latest code for both 
radios in the Hot-Standby system. 

LEDR SOFTWARE OBSERVATIONS

 Read and follow the Software Release Notes contained in the software ZIP package.
 LEDR 1400 A06 Assembly and above (S/N >1369310 ): A new Synthesizer has been 

installed (approximately 7 January 2005). Version 6.1.0 software and above supports 
the new and old synthesizers. A06 Assembly (S/N >1369310) and above assemblies 
cannot run code below Version 6.1.0.

 LEDR 900 A05 Assembly and above (S/N >1447008): A new Synthesizer has been 
installed (approximately 10 January 2006). Version 6.3.0 software and higher 
supports the new and old synthesizers. A05 (S/N >1447008) assemblies cannot run 
code below Version 6.3.0.

FINDING THE SOFTWARE YOU NEED

LEDR software can be obtained at the MDS website (www.microwavedata.com). Once at 
the site, select Downloads at the top of the page, and then select Software/Firmware Downloads. 
Under the Point-to-Point heading, select LEDR.

 For Fullrate radios, proceed to FullRate, Latest, LEDRVersion636.zip

 For Version104 software, proceed to FullRate, Previous, Version104, 
LEDR_full_rate_version_104.zip

 For Subrate radios, proceed to Standard, Latest, LEDRversion636.zip

End of Product Bulletin
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