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Abstract

Digital microwave radio link perfomance is highly

dependent upon the matching of path geometry

(clearance, diversity configurations, and antenna

heights, sizes, and alignments) to the diumal and

seasonal climatic and terrain characteristics and

variabilities for the area. This paper describes

enhanced transmission engineering models and

techniques, compliant to mewly standardized

performance terms and objectives, now resident in

user-friendly calculator and computer programs. With

improved field survey, path alignment, and degraded

perfomance troubleshooting procedures added to these

engineering tools, compliance to user perfomance

(outage and quality) objectives and other design goals

is better assured.

This paper is one of three addressing the subject of

Digital Microwave Link Engineering. The companion

papers, "Perfomance Definitions and Objectives” [1]

and "Path Alignment, Testing, and Troubleshooting”

[2], complete the series.

Introduction

The availability and performance of a digital

microwave radio relay link is very often contingent

upon the successful marriage of robust radio

equipments with optimized path engineering

techniques which accommodate multipath and power

fading along with the other adverse characteristics of

a hostile world such as interference and long-delayed

echoes. The full benefits of modem state-of-the-art

radios in exceeding user expectations is only attained

with the optimum selection of antenna heights, sizes,

alignments, or diversity spacings matched to path

geometry and atmospheric characteristics. The

transmission engineer must consider local and synoptic

climatic (atmospheric layering, refractive gradients,

rain, weather fronts) and terrestrial (reflectivity,

obstruction, moisture content) characteristics and

configure the antenna systems appropriately.

Multipath Outage Models

Atmospheric and terrestrial characteristics exhibiting

localized diumal and seasonal variabilities are also

influenced by weather fronts and other random

occurrences. Mathematical models which take into

account climatic conditions, terrain roughness, rain area

(in availability computations only), path length,

frequency band, fade margin, average annual

temperature, and diversity arrangements as variables

have evolved which accurately predict the availability

and perfomance of microwave links worldwide.

Amongst the many available, Arvids Vigants’ 1975

radio-relay link multipath fade outage model (3], based

upon the fade activity on many Bell System microwave

paths in the U.S. over an extended period in varied

climate and terrain ambients, is the nom for most

North American (NA) and intemational (CCIR, now

ITU-R) outage prediction calculations. Diverse models

proprietary to some countries are shown in CCIR

Rep. 338 [4].

North American Calculations

The most simplistic adaptation of Vigants’ North

American model for short-term (<10 SES/fade event)

non-diversity (ND) fade outage in a digital microwave

link, in severely-errored seconds (SES, BER>10°) per

year, is (for a 25 mi path):

Twp = 04cftD? 10°

where, for example

=)3 One-way outage, SES/yr

NA climate-terrain factor

1 (Fig. 1), or x(w/S0)'?

NA climate factor, | (Fig. 2)

Terrain roughness, 50 ft

6.7 GHz

Path length, 25 mi

Composite Fade Margin, 34 dB

Average annual temperature, 50°F.
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Therefore

Tyo = 834 SES/yr (99.99735% path reliability).

With space diversity (SD), this excessive outage time
lowers to 20 SES/yr:

Tsp 5.7x10°c t D* 10/2

5.7x10° 1 50 25* 10°5/30?

20 SES/yr (SD dish separation s = 30 ft).uoueow
This SD outage formula may be rearranged to derive
the fade margin required to meet a path outage
objective (20 SES/yr, in this NA example):

CFM = 18.8 - 5 log (T s*/D‘*c t)

18.8 - 5 log (20 307/25* 1 50)

34 db (checks).

CCIR Catkculations

In CCIR computations, the fade outage in a digital
microwave link, in SES/any month, is (for this same
40 km path):

Typ = 2.6x10° K-Q f D® 10¢FTM9

where

Typ = One-way outage, SES/any month
K-Q = CCIR climate-terrain factor, x/S'?

x = CCIR climate factor, 2.1x10° (Table 1)

S = Terrain roughness, 15.2 m

f = 6.7 GHz

D = Path length, 40 km

CFM = Composite Fade Margin, 34 dB.

Therefore

Typ = 270 SES/any month.

Climate Regions x (CCIR)

Maritime temperate, coastal 4.1x105 = 2.0
or high humidity/temperature

Maritime sub-tropical 3.1x10° 14

Continental temperate or mid- 2.1x10° 1.0
latitude inland

High-dry mountainous 1.0xl0° 0.5

Climate-Termain Factor

(K-Q in CCIR; c in NA)

x/S'3——_x(w/50)"-

Table 1. CCIR climate factors, x, for K-Q

computations (and equivalent NA climate factors).

The Model - a Closer Look
If the foregoing NA or CCIR computations meet the
user's perfomance objectives for the link [1], the

optimum configuration of the radio equipments and
antenna feeder systems is then selected by the
transmission engineer. These outage computations are

valid only if the fade margin is not degraded by
extemal interference, long-term power fade activity, or

antenna misalignment, and that the antenna feeder

systems are selected for optimum sizes, heights,

diversity spacings, and alignments matched to the path's

climatic and terrestrial characteristics. It is the purpose
of microwave path engineering to ensure the
achievement of this sometimes elusive goal.



Vigants' multipath outage model is universal, with

results differing only in the outage period - annual in

North American (NA) predictions, and "any month"

(usually interpreted as "worst fading month") in CCIR

regions (outside of Canada and the U.S.). Whether

supporting NA or CCIR, Vigants' outage model yields

identical probabilities of outage (U) which, when

multiplied times the fade period (8x10° t/50 sec/fade

season in NA or 2.6x10° sec/mo in CCIR), yields the

following non-diversity path outage times:

Uno (NA) = 2.5x10% c f D® 10CrM"?

= 2.5x10% 1 6.7 25° 1074"

= 0.0001042 (w = 50 ft)

Outage (NA) = 0.00010419 (8x10° t/50)

834 SES/yr

Uno (CCIR) = K-Q f D> 10CFM0

= 2.1x10°/15.2'? 6.7 40° 10°“

= 0.0001042 (S = 15.2 m)

Outage(CCIR) = 0.0001042 (2.6x10°)

270 SES/any month

The NA climate-terrain (c) factor is either extracted

from the wide area (synoptic) map (Fig. 1) or,

preferably, computed from c = x(w/50)'? where x is

from the wide area climate map (Fig. 2) and w is

terrain roughness (limited to a 20-140 ft range)

computed from the path profile [3]. In CCIR

computations, the Vigants K-Q factor in Table 1 is

from the CCIR Rep. 338 table of climate-terrain types

(2.1x10° for "continental temperate climates or mid-

latitude inland climatic areas with average rolling

terrain", for example) and S (the terrain roughness in

m) is (like w, over a 6-43 m range) computed from

the path profile [4]. Worldwide K-Q maps are

available.

Diversity Improvements

Diversity, usually space but often frequency or hybrid

diversity in CCIR regions and some NA electrical

utilities, must be added to the microwave link if the

non-diversity outage exceeds the user's performance

objectives [1]. The reduction in non-diversity outage

time is the diversity improvement factor. In North

America, the computed SD outage reduction with

equal gain (v? = 1) dishes spaced s = 30 ft is

Ing = 7xl0TM fv? s? 10°"

= 7x10° 6.7 1 30? 10/25

= 42.

The outage time is thus reduced to 834/42 = 20 SES/yr,

as previously computed. With frequency diversity

(FD), the improvement factor with Af = 160 MHz (0.16

GHz) is reduced to

50 af 10°TM°/f? D

50 0.16 10°4"6.7? 25

18 (834/18 = 47 SES/yr outage).

Trp

Similar CCIR improvement factors (and resulting any-

month outages) are computed below (s = 9.1 m); hybrid

diversity (HD) links use only I,,, ignoring Ip.

Isp = (1.2x107 £ s? 10°“"/D

= 42 (270/42 = 7 SES/any month outage)

80 af 10°TM "7"? D

18 (270/18 = 15 SES/any month outage)

Trp

Outage Model Constraints

It is evident from the foregoing computations that:

« Any loss of fade margin (CFM) due to interference,

power fading, antenna misalignment, etc. greatly

increases outage time, from x10 (ND) to at least

x100 (SD or FD) for a 10 dB loss in CFM.

¢« Doubling of path length (D) increases multipath

outage x8 (ND) to x16 (SD or FD).

¢ Frequency (f) is irrelevant in SD links; outage time

is proportional to f in ND links.

* Outage time (T) is proportional to the annual

average temperature (t, NA calculations only) and to

the climate-terrain characteristics (c or K-Q).

¢ Outages due to specular reflections from smooth

terrain, exposed bodies of water, etc. are excluded

from ND computations and presume optimum dish

spacings in SD computations.

The accurate prediction of outage times is thus

dependent upon the assignment of path clearances

(especially above 3 GHz) adequate to clear

atmospheric ducting layers that cause power fading,

antenna heights (especially in ND links below 3 GHz)

for minimum reflection fading, dish separations for

uncortelative diversity antenna fade activity, and

frequency band, dish sizes, and alignments to 1)

provide adequate discrimination to multipath and

interfering signals and 2) accommodate widely varying

incoming ray arrival angles typical of many difficult



climatic areas.

Path Clearance Considerations

A half-century accumulation of the fading

characteristics of countless analog and digital

microwave paths scattered around the world with

divergent climatic and terrestrial conditions in all

frequency bands and varying path lengths and

clearances has _ established effective top-to-top (main

path) clearance mules. These mules apply, of course, to

"flat land" microwave links; excessive rather than

inadequate clearance is the primary cause of much

degraded performance between mountain top sites.

The main path in these elevated links is (or should be)

between the bottom dishes to maximize CFMs. The

diversity paths are then to the top dishes.

The minimum clearances assigned to microwave paths

are dependent upon the frequency band, a measure of

path sensitivity to ground-based atmospheric boundary

layering (ABL), and climate-terrain conditions (c-

factor, a measure of the recurrence and severity of the

ABLs, as shown in Fig. 1 and Table 1). These criteria

are shown below.

Main (Top-to-Top) Path Clearance Rules

Climate-Terrain Factor, ¢

<2 (good >2 (moderate

Band to average) to very difficult)

Above 3 GHz 0.6F,@k=1 F, @k=4/3 and

0.3F, @ k = 2/3*

0.6F, @k=1

*If 0.3F, @ k = 2/3 clearance is controlling,

diversity protection is usually required.

Diversity (Top-to-Bottom) Path Clearance Rule

All bands 0.6F, @ k = 4/3 0.6F, @ k = 4/3

“Blackout" Area Main Path Clearance Rule

Above 3 GHz N/A

(>20 mile path)

k = 1 grazing over

a 150 ft ABL

The purpose of these path clearance criteria is the

avoidance of long-term fade margin degradations

which, at the least, increase short-term multipath fade

outage. In some areas, on longer paths above 3 GHz,

non-compliance to these clearance mles may even

result in the total entrapment, defocusing, or obstruction

of the path, thus precipitating a long-tem outage (2, 5].

The imminent transfer of some 2 GHz bands from

point-to-point service to PCS (PCN), MSS, BAS, and

emerging technologies will result in the migration of

many private and public (common carrier) links from

these stable bands to higher frequencies more
vulnerable to performance degradations due to power

fading in difficult propagation areas. Many of these

displaced links will be upgraded to digital if not

SONET or SDH with ever ore demanding performance

objectives imposed by new technologies (LAN,

teleconferencing, high speed data transport, ATM,

network management including SCADA, and other

monitoring and control functions, etc.). Considering

this, it is even more essential that the clearances and

antenna configurations of these new higher frequency

links accommodate the climate-terrain characteristics of

the area rather than simply matching that of the more

stable existing 2 GHz paths. In difficult areas,

clearances on longer paths may have to increase (but

could lower in other areas or on short paths), diversity

dishes may be added, antennas carefully selected and

precisely uptilted and, in very rare cases, path lengths

shortened or systems rerouted.

The impact upon the performance of longer (>20 mi)

higher frequency (usually 6-8 GHz) paths assigned

inadequate clearances in difficult propagation (c>2)

areas cannot be overstated. Substandard (k<1) ABLs

often accompany cold fronts, with large temperature

drops, over areas with warm surface water. Deep

obstruction fades may occur in these areas, causing

pethaps hours of severe multipath fade activity and

even long-tenn outages.

In other areas with "microclimates" supporting

atmospheric entrapment and defocusing or “blackout”

layers, the higher frequency microwave signal is not

obstructed, but rather refracted away from the distant

antenna or defocused (spread) much like a spot-to-flood

beam adjustment on a flashlight. A notorious example

of this occurs on a 55 mi microwave link across the

English Channel. Even though the main (top-to-top)

path met the k = 2/3rds “difficult area" clearance

criterion with 800/350 ft main dish heights plus SD

dishes 30 ft lower, occasional low-level ABL ducts

would obliterate these upper paths. Yet, during this

time a nomially blocked but now high level stable path

existed between a third set of diversity dishes

positioned low at their 120/60 ft heights [6].
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Similar entrapment atmospheres occur, again with a

large nighttime temperature drop, over irrigated

farmland and swamps, near warm inland lakes, bays,

seas and gulfs, and in other areas well known to local

microwave link operators. In these areas, some

antenna heights have been successfully increased to

meet the “blackout” area criterion shown on the

clearance rules chart, but only after the incidence of

such devastating fade activity was confimed by

operating experience on this or anearby path similarly

configured.

Path Profiles

Antenna heights and diversity dish separations selected

to meet the perfomance objectives are based upon
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3b. Tme earth path profile.

Fig. 3. Profiles fora 0.6F, @ k = 1

clearance criterion on a 31 mi/50 km path.

accurate, field-verified profles of the microwave path.

In many regions, very detailed up-to-date topographic

maps show not only swamps, lakes, terrain features, but

also buildings, water and oil storage tanks, forested

areas, tall "heritage" cottonwood trees grouped around

isolated farmhouses, powerlines, and communications

towers. With such accurate contour maps, field surveys

often focus more on tree heights and densities (with

growth), specular reflection zone characteristics, on-

path building heights, atmospheric considerations

(ducting caused by local ground water - shoreline,

lakes, swamps, etc.), existing microwave/VHF sites (for

frequencies and zoning), and building codes than on the

precise verification of terrain elevations.

Typical field-verified path profiles in Fig. 3a (on “flat

earth" k = co rectangular paper) and 3b (on "true earth"

k = 1 curvature paper) show main antenna heights

compliant to a 0.6F, @ k = 1 main path clearance

criteria over a 31 mi path. These are plotted from a

path profile computer program which, like other

available programs, show tree growth, man-made

obstructions, Fresnel zone clearances, and earth's

curvature (k = 1, k = 4/3, k = 2/3, etc.). One important

feature of this and some other profiling programs is

the automatic computation of terrain roughness (w, over

a 20-140 ft range or S, over a 6-43 m range) that could

otherwise be time-consuming. Terrain roughness is an

important input to the computation of an exacting

climate-terrain factor used in Vigants and other

microwave path outage models.

Preliminary path profiles are usually from USGS (or

country-equivalent) 7.5 minute (or other) topographic

maps; county/province and auto society or other local

road maps (often providing urban area details down to

Street and building names) and aeronautical sectional,

local, ONC, etc. charts are important supplements to

the topographical maps.

Specular Reflections

Path profiles clearly show those terrain characteristics

necessary for assigning antenna heights and diversity

spacings. In the absence of flat, exposed, reflective

terrain (open farmland, wasteland, swamps) or open

water (lakes, shorelines, sea) with no obvious specular

(mirror-like) reflection zones, "flat land” (as opposed to

mountainous or elevated) paths are assigned diversity

spacings adequate to meet the outage objectives

(usually about 40, 30, and 20 ft in the 2, 6, and 11

GHz bands, respectively). Vigants’ model for flatland

path engineering limits diversity spacings to 50 ft

as specular reflection fades become increasingly


